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AUDEO Series has a balanced, innovative design, resulting
from the collaboration between ECLER and the prestigious group
Giugiaro Design. It satisfies today’s demands with respect to aes-
thetics, design and integration into all types of architectural envi-
ronments which, together with its excellent sound quality, make
this series the ideal solution for use in numerous sound projects.

Surface Mount Cabinets

APPLICATIONS

W Corporate and residential buildings

W Commercial premises

W Leisure centres

B Sound reinforcement in clubs, bars, etc.
W Health and sports centres

W Meeting and conference rooms

W Auditoriums, museums

AUDEO103

AUDEO108

KEY FEATURES

AUDEO103 / AUDEO106 / AUDEO108:
B Full range, 2-way loudspeaker
W Made of reinforced ABS
B Available in black or white
W 8Qand 70/100 V line operating switch
W Accessories for wall-mounting included
W [P54 class outdoor rating
W Protective front grill with anti-rust treatment
B EASE Win file available
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AUDEO106

AUDEO103 AUDEQ106 AUDEO108
RMS power / Program power (8Q) 25W / 50W 50W / 100W 100W / 200W
Woofer / tweeter 35"/05" 6,5"/1" 8 /1"
Power selector @ 100V 2,5/5/7,5/15 W 5/7,5/15/30 W 7,5/15/30/60 W
SPL 1W/1m 90 dB 92,5dB 94,5dB
Dimensions / Weight HxLxD (mm): 132x134x110 /1,5 kg. HXLXD (mm): 242x242x163 / 2,3 kg. HxLxD (mm): 300x310x223 / 3,8 kg.
ACCESSORIES
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AUDEOSB110 is a passive sub-woofer reinforcement unit for the AUDEO series
loudspeakers, featuring a single 10" woofer and a compact wooden cabinet.

ecLer AUDEO SB10P. AUDEOQOSBT10P is the self-powered sub-woofer reinforcement unit of the AUDEQ

POWERED 2.1 AUDIO SYSTEM

series. With a discreet design that enables its use in any environment, this 10", 150 W
RMS model, is the ideal partner for the AUDEOs in those music applications where ex-
tended low-end response is required.

AUDEOSB10P21 is a kit that will allow everybody to carry out an easy installation

of areal professional 2.1 audio system: a stereo sound with a sub-woofer reinforcement

unit. This kit contains:

+ AUDEOSB10P21 loudspeaker cabinet: a self-powered 10" sub-woofer unit combined
with a built-in stereo amplifier that feeds satellite, full range loudspeakers

* Protection cover for connectors and local controls

« Wall panel control to adjust the set’s volume remotely (WPmVOL)

« Speaker wire reel (50 meters), wall panel cable, screwdriver

« Quick installation guide, with a step-by-step detailed procedure.
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AUDEOSB110 AUDEOSB110P AUDEOSB110
KEY FEATURES
AUDEOSB110: W PHASE and volume controls and 150Hz
W 10" woofer W Internal 150Hz/18dB oct. LPF W Sub-woofer phase switch
W 150 WRMS @ 8 Q maximum power W MASTER VOL and SUB VOL level controls
W Euroblock / clip double INPUT / STACK AUDEOSB10P21: B 0-10VDC ports for volume remote control,
terminals W 10" powered sub-woofer integrated in the compatible with the WPmVOL wall panel
B Internal LPF with 2 frequency settings cabinet, 150 WRMS W ON / STANDBY, Signal Present, CLIP L and
W 2x 120 WRMS (% 20 stereo amplifier inte- CLIP R indicators
AUDEOSB110P: grated in the cabinet, with Euroblock con- B Recommended loudspeakers:
W 10" woofer nectors for external speakers (“satellites”) - AUDEQ Series: allows up to 8 louds-
B 150 W RMS integrated amplifier W Stereo audio input with RCA and Euro- peakers (4 per channel - global impedan-
W RCA inputs with mono conversion block connectors ce = 20)
B RCA stack outputs (link to other SB110P W Adjustable sub-woofer cutoff frequency: - eAMBIT Series: allows up to 8 loudspeakers
units, AUDEO speakers, etc.) low-pass filter frequency between 100 (4 per channel - global impedance = 20Q)

AUDEOSB110 AUDEOSB110P AUDEOSB110P21
I':(’:"\fe‘r"’we” AT 150W / 300W (80) 150W / 300W 150W / 300W
Woofer 10" 10" 10"
i ] ] 1 ST Line (mono conversion) + stack out /
Inputs / Outputs 1 ST Line (mono conversion) / Stack out 2 powered satellites outputs
SPL TW/1m 112dB 112 dB 112 dB
Dimensions / Weight HxLXD (mm): 310x500x425 / 12,7 kg. HxLXD (mm): 310x505x420 / 16,8 kg. HxLxD (mm): 310x505x420 / 16,8 kg.

ACCESSORIES
W WPm series (AUDEOSB110P21)






